HHINOG

SPECIFICATIONS RCO10-86

Model Weichai WP4G130E22

Number of Cylinders 4

Type 4-cycle, Direct Injection, Water-cooled

Aspiration Turbocharged

Bore x Stroke 105*130mm

Displacement 4.5L

Output Power 97.5kW @ 2200rpm

Max. Torque 560N.m @ 1400~1600rpm

Rated Fuel Consumption 215g/kW.h

Air Cleaner 2-stage, Dry Type

Type Hydrostatic, All-wheel Drive

Diiving Pump Mechanical Control, Variable Piston Pump

75ml/r

Axle Drive Variable Piston Motor

Drum Drive Constant Piston Motor

Tire 23.1-26-8PR/20.5-25-16PR

Max. Grade Ability 48%

Forward,|,Il 0~5.3km/h,0~9.9km/h

Reverse,l Il 0~5.3km/h,0~9.9km/h

Type Hydraulic Power, Articulated Steering

Steering Angle +33°

Oscillating Angle +12°

Min. Turning Radius 6400mm

Service Brake Hydraulic Inertia Brake

Parking Brake Multi-disc Brake, Hydraulic Control

Emergency Brake Hydraulic Inertia Brake & Multi-disc Brake
foROM |

Width 2130mm

Diameter 1500mm

Drum Shell Thickness 20mm

VIBRATION

Type Hydrostatic, Electric Control
Vibration Pump Variable Piston Pump
Vibration Motor Constant Piston Motor
Frequency, Low 30Hz

Frequency, High 36Hz

Amplitude, High 2mm

Amplitude, Low Tmm

Centrifugal Force,Maximum 270kN

Centrifugal Force,Minimum 180kN

Fuel Tank 260L

Hydraulic Oil Tank 100L

Engine Coolant 7L

Engine Crank Case 1L

Battery 2x12V,120Ah
Alternator 28V, 80A

Starter Motor 24V, 6kW

Operating Weight 10000kg

Axle Load, Drum 6000kg

Axle Load, Wheel 4000kg

Static Linear Load (at Drum) 28IN/cm

A 2305mm

B 2130mm

C 2180mm

D 360mm

E 3100mm

F 5890mm

G 3160mm

H 1500mm

* The specifications are subject to change without notice. The pictures may include options. The actual color & appearance of the product may differ from what is shown.
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RHINO CONSTRUCTION MACHINERY

OPERATING WEIGHT
10.000 kg 22.046,23 Ib

DRUM WIDTH
213 m2,32yd
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WALK AROUND DURABILITY & RELIABILTY

"""""" ~~==—- COMFORTABLE OPERATING ENVIRONMENT
- - Spacious cab with luxury interiors.

- Heating and cooling air-conditioning, top air flow, which make driving
more comfortable.
- Lower noise, reduced up to 8% or above.

POWERFUL ENGINE

- Optimized Weichai engine provides high torque with excellent
performance and low fuel consumption.
- 7% power increased, greater traction and better gradeability.

PERFECT COMPACTION QUALITY

- Dual-frequency dual-amplitude vibration mode, large
excitation force.

= Smooth drum and padfoot drum can be interchanged,
suitable for various working conditions.

o
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EASY MAINTENANCE

- Large opening angle of rear hood, centralized
arrangement of maintenance points,

- Reasonable arrangement of ol filter element and fuel
filter element, easy maintenance.

INNOVATIVE PLATFORM DESIGN

- Sheet metal stamping structured rear hood, attractive streamline appearance.
- Rotomolding fuel tank for longer service life

“ HIGH-QUALITY COMPONENTS

- Original imported vibration bearings, high reliability.
- International driving motor, smooth start with strong driving force, strong gradeability.




