SPECIFICATIONS

Performance Parameters
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MODEL REX135MF
Operating weight (KG) 16000
Bucket capacity (m®) 0.53
Engine model CUMMINS 4BTAA 3.9-C115
Rated power (kw/r/min) 86/2200
Volume of fuel tank (L) 247
Travel speed (km/h) 4.0/2.4
Swing speed(r/min) 12
Max climbing degree® 70
Bucket digging force at power max (KN) 1SO 100
Average grounding pressure(KPA) 285
Hydraulic pump model HP3V75
Maximum flow ( L/min) 165*2
Setting pressure (MPa) 37
Volume of hydraulic tank (L) 130
. . .
E Machine Dimensions
MODEL REX135MF

A Overall length (mm) (With Skidding Bar) 7850
B Overall width (mm) 2800
C Overall height (to top of boom ) (mm) 2980
D Overall height ( to top of cabin ) (Mm) 3120
E Counterweight ground clearance (mm) 1230
F Min. ground clearance (mm) 610

G Tail swing radius (mm) 2380
H Track grounding length (mm) 2980

J Track length (mm) 3735
K Track gauge(mm) 2080
L Track width (mm) 3140
M Track shoe width (mm) 960

N Turntable width (mm) 2710

Operating Range
MODEL REX135MF

O Max. digging height (mm) 8950
P Max. dumping height (mm) 6280
Q Max. digging depth (mm) 5200
R Max. vertical wall digging depth (mm) 4800
S Max. digging depth for 2.5m horizontal plane (mm) 5050
T Max. digging reach (mm) 8305
U Max.digging reach at ground level (mm) 8180
\V_Min. swing radius (mm) 2495
W Max. height at min swing radius (mm) 6430
X Distance from swing center to rear (mm) 2155
Z Height of counterweight (mm) 2300
A1 Grounding length (in transportation) (mm) 4410
Arm length (mm) 2500
Boom length (mm) 4600
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Super Machine

RHINO CONSTRUCTION MACHINERY

OPERATING WEIGHT
16000 kg 35.273 Ib

BUCKET CAPACITY
0,5 m* 0,6 yd*

DIGGER MEIZTER
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Reinforced

Boom

By RHINO

The REX135MF designed
and built on RHINO

Exclusive Guards for
Cabin and Body

original technologies fg;‘;:“':l;:abm Guards Cabin Guard

and manufacturing Bucket or Grapple Exclusive Body Guards The cabin is protected with a
cabin guard at front, top, and
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productive, reliable ptiona o

The guard at the top can be
opened for emergency
evacuation.

forestry work

Body Guard
The body is protected with
body guards on the top and
: Durable, both sides. The top guard
i T reliable engine serves to protect the engine,
v and side body guards to
protect the radiator and
hydraulic pumps

Exclusive
Reinforced
Undercarriage

Engine 960mm Single High

Grouser Shoes ( Optional )

Body Guard

86kW, More powerful, ST
Tier 2 engine, Economist }
environmental
protection, Energy
saving and High

efficiency




