OPERATING WEIGHT

| |
aHlNB 8.200 kg 18.077,9 Ib
BUCKET CAPACITY

SPECIFICATIONS RBL388 HHiNB oot 10 L3y

Operating Weight 8200 kg Type Hydraulic Steering
Overall Dimension (LXWxH) 6050x2465x3100 mm Diverter Model BZz5-250 R B
P_o"e’a_" Wheel Base 2280 mm Shtee"i"g Pump Delivery 63mir L
Y
Wheel Tread 1785 mm Steering Angle +36°
Ground Clearance 300 mm Min. Turning Radius 6581 mm
Loader Bucket Capacity 1.0m® Model WZZ75D
Loader Breakout Force 47 KN Manufacturer China Axle
Driving Axle
Loader Lifting Capacity 2500 kg Max. Load of Front Axle 22.5ton
Loader Dumping Height 2760 mm Max. Load of Rear Axle 18.5 ton
Loader Dumping Reach 900 mm Gearbox g/l;nc:har ?r:?zaellz g'?i?{ated Hydraulic
Performance Loader Digging Depth 52 mm Model ZL15 m
Backhoe Bucket Capacity 03m’ Gears 2 Forward and 2 Reverse Gears
Backhoe Bucket Digging Force |50 KN Transmission Hydraulic Torque Converter |YJ290 >
Backhoe Swing Angle 180° Inlet Pressure 0.4 - 0.65 Mpa
Backhoe Dumping Height 3795 mm Outlet Pressure 1.5-18. Mpa O
Backhoe Max Digging Depth 4085 mm Cooling Mode Oil - Cooling Pressure Circulation
Max. Traction Force 60 KN Pump Delivery 40 ml/r x
Front Wheel Size 14-175
Model Yuchai YC4A1052-T20 I
Rear Wheel Size 19.5L-24
e Turbocharging Four Wheel Front Tire Pressure 0.4 Mpa
G Rear Tire Pressure 0.35 Mpa o
Cylinder-inner diameter*stroke |4-108x132 Travel Speed 24 Km/h
Engine Rated Power 75 KW/100 HP el Service Brake ai;g%‘l’:goonf‘ SCS'fi‘feB"aE’:zg"a" Sl m
Rated Speed 2200r/min ’ Parking Brake Manual Brake
Min. Fuel Consumption 230 g/kW.H Loading Hydraulic System 19 Mpa I
Max. Torque 400 N.m “System Digging Hydraulic System 19 Mpa O
Displacement 4.8 L ’ Steering Hydraulic System 19 Mpa
m

RHINO CONSTRUCTION MACHINERY

www.rhinoexcavators.com



RBL388

Hydraulic System

+ Adopt negative hydraulic flow system

« Automatic sensor control, with

regeneration priority and other functions

 More flexible response, higher work
efficency and more precise operation

Cabin

» The wide round glass surface
presents a highly increased
visibility

* Minimises noise spikes when
working to help you maintain high
concentration and awareness.

Electronic Control

* Display has reverse camera feature
to make it easier for operators

+ Higher reliablity and precise
matching

Power System

* Yuchai YC4A105Z-T20 engine

+ High efficiency cooling and lubricant
system

* Fuel efficiency work

Features

High Strength for

Extensive Adaptability

RBL388 adopts middle wing - shaped
outriggers, featuring beautiful appearance, high
load - carying capacity and ultra high stability

Loading End

The ultra - high discharge height (2760 mm)
and ultra - high breakout force (47 KN) lead the
like products

Digging End

The digging end can be equiped with the
attachments, including breaking hammer, twist
drill, and hydraulic shear

Control Comfort

The operating status alarms equipped realize
real-time monitoring and guarantees operation
safety




