SPECIFICATIONS

Performance Parameters

#1 & Model
& i (Kg) Total weight (Kg)

OPERATING WEIGHT
35000 kg 77.1611b

BUCKET CAPACITY
1,6 -2,2m32,1- 2,8 yd®

HHING

REX3B65

AHING

REX3B5

REX365
35000

73158 (m®) Bucket capacity (m°)

1.6-2.2

REIELS Engine model

CUMMINS 6LTAA8.9 - C325

DIGGER MEIZTER

Ih=R (kw/r/min) Power (kw/r/min)

242/2000

WAMIEZER (L) Volume of fuel tank (L)

595

137E&E (km/h) Traveling speed (km/h).

5.2/3.3

[G1463%E (r/min) Swing speed ( r/min)

10.6

MesgBER (%) Gradeability (%)
2142485 (KN) 1SO Bucket excavating force (KN) ISO

70
227

$EHBELE (KPa) Ground pressure (KPa)

69.4

HEHESR (L) Hydraulic oil tank volume (L)

310

O Machine Dimensions

1 & Model
(mm) Overall length (mm)

REX365
11330

B- 28 (mm) Overall width (mm)

3380

(#%TH ) (mm) Total height (Swing arm top) (mm)

3600

27 (BHIR ) (mm) Total height (Cabin roof) (mm)

3220

E- EREEER (mm) Counterweight ground clearance (mm)

1230

F- S/\Estbigps (mm) Min. ground clearance (mm)

540

G- E#BEEE4R (mm) Turning radius of vechile tail (mm)

3750

H- @< (mm) Ground contact lenght of track (mm)

4030

J- BB (mm) Track shoe length (mm)

4960

K- 188 (mm) Track gauge (mm)

2580

- %3 (mm) Track shoe width (mm)

3380

M- @ HREERE (mm) Track shoe width (mm)

800

N- &% (mm) Rotary table width (mm)

3020

Operating Range

#1 # Model
O- BXAIZIESE (mm) Maximum excavating height (mm)

REX365
10200

P- S XE#HSE (mm) Maximum unloading hegiht (mm)

7135

Q- |AIIBRE (mm) Maximum excavating depth (mm)

7370

R- R AFEEESIERE (mm) Maximum vertical wall excavating depth (mm)

6380

T- BXIIEIER Maximum excavating distance

11100

U- 7 F AR AISIERER (mm) Maximum excavating distance at ground level (mm)

10910

V- &/\EIEE$R (mm) Minimum Turning Radius (mm)

4265

W- /Bl RASE (mm) Maximum height at minimum turning radius (mm)

8500

X- El#EFOERRSBHIIER (mm) Distance between the center of gyration and the
rear end side (mm)

3420

Z- B &ESE (mm) Counterweight height (mm)

2265

A1- $EHKE (3E#IRY ) (mm) Ground contact length (during transportation) (mm)

5750

SHFE (mm) Bucket rod length (mm)

2900

FHERE (mm) Length of swing arm (mm)

5700

Meterials and specification are subject to change without notice.

JOLVAVOX3 JIMNVIAAH

RHINO CONSTRUCTION MACHINERY

www.rhinoexcavators.com



.
REX3B65

Productivity Features

e High Production and ® Large Digging Force
Low Fuel Consumption Pressing the Power Max function
High power, working performance button temporarily increases the
and fuel efficiency improve digging force 7%.

production and fuel costs.
e Two-mode Setting for Boom

e Large Drawbar Pull Switch selection allows either
provides superb steering and slope powerful digging or smooth boom
climbing performance. operation.

Easy Maintenance
* Long replacement interval of engine oil, Equipped with the EMMS monitoring
engine oil filter, hydraulic oil and system.

hydraulic filter. * Easy access to engine oil filter and fuel
* Equipped with fuel pre-filter as standard drain valve
(with water separator)

« Side-by-side radiator and oil cooler
configuration enables independent
removal and installation of those two
components.

* Large fuel tank capacity

Maintenance Features

|—— Easy Access to Engine Oil Filter
“ and Fuel Drain Valve

. Engine oil level gauge, and fuel filter

, ¥ L]
2 HHINB are one side mounted to improve

REX365

accessibility. Engine oil filter and fuel
drain valve are remotely mounted to
improve accessibility.

Easy Radiator Cleaning

Since radiator and oil cooler are
arranged side-by-side, it is easy to

AHING

REX365

clean, remove and install them.




