SPECIFICATIONS

Performance Parameters

AHING

REXZ21SF

Model REX215F
Total weight (Kg) 22000
Bucket capacity (m°) 1.0-1.2

Engine model

CUMMINS 6BTAAS.9 - C178 - Il

Power (kw/r/min) 133/2000
Volume of fuel tank (L) 420
Traveling speed (km/h). \ 5.2/3.5
Swing speed (r/min) 11.5
Gradeability(%) i [ 70
Bucket excavating force (KN) 1SO | 157
Ground pressure (KPa) [ 46.5
Hydraulic oil tank volume (L) 246
g Machine Dimensions
Model REX215F
A-Overall length (mm) 9560
B-Overall width (mm) 2900
C—Total height (Swing arm top) (mm) ‘ 3220
D-Total height (Cabin roof) (mm) 3120
E- Counterweight ground clearance (mm) ‘ 1040
F- Min. ground clearance (mm) 480
I G-Turning radius of vehicle tail (mm) ‘ 2810
H- Ground contact length of track (mm) | 3260
J- Track shoe length (mm) ‘ 4060
K- Track gauge (mm) | 2180
L- Track shoe width (mm) { 2980
M- Track plate width (mm) 800
N- Rotary table width (mm) | 2720
Operating Range
Model REX215F
O- Maximum excavating height (mm) 9275
P- Maximum unloading height (mm) ‘ 6560
Q- Maximum excavating depth (mm) [ 6515
‘R- Maximum vertical wall excavating depth (mm) \ 5915
T- Maximum excavating distance [ 9865
U- Maximum excavating distance at ground level (mm) ‘ 9680
V- Minimum turning radius (mm) | 3630
W= Maximum height at minimum turning radius (mm) ‘ 7670
X~ Distance between the center of gyration and ’ 2720
the rear end side (mm)
Z- Counterweight height (mm) | 2200
A1- Ground contact length (during transportation) (mm) , 4850
Bucket rod length (m) ] 2900
Length of swing arm (m) [ 5700

OPERATING WEIGHT

B 22000 kg 48501 Ib
BUCKET CAPACITY
I 1,0 -1,2 m*1,3-1,5 yd®
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REXZ21SF

Productivity Features

Easy Maintenance

® Replacement interval is
extended for engine oil,
engine oil filter and
hydraulic filter

e Remote mounted
engine oil filter and
fuel drain valve for
gasy access

e \Water separator is standard
equipment

® Easier radiator cleaning

® Fuel tank capacity is
increased

e SCSH bushings on work
equipment extend
lubricating interval from
100 hours to 500 hours
(excluding bucket)

Optional

Cabin Guard with Steel Wire Mesh
( Protect from Stone Gravel and Wood)

Body Guard
( With Grapple Forestry Attachment ) (Protect from Stone and Wood )

e High Production and

Low Fuel Consumption
Production is increased with
larger output during Active
mode while fuel efficiency is
further improved.

Excellent Reliability and Durability

@ High rigidity work equipment
e Sturdy frame structure
@ Highly reliable electronic devices

Large Comfortable Cabin
@ Highly pressurized cabin with
air conditioner

® Low noise design

® Low vibration with cabin
damper mounting

Undercarriage with
Heavy Duty Features



