SPECIFICATIONS

Model Cummins 6BTA5.9-C150

Number of cylinders 6

Type 4-cycle, Electronic injection, water-cooled
Aspiration Turbocharged, air-air intercooled

Bore x stroke 102*120mm

Displacement 59L

Gross power 112kW @ 2200rpm

Max. traction TIkN

Max. torque 670N.m @ 1300rpm

Rated fuel consumption 223g/kW.h

Emission Stagell

Transmission Fixed-axis type, electro-hydraulic control
Torque converter Single-stage,single-phase;three basic elements
Rer aile zﬂk?glé\‘aﬁréz;n‘:ary reduction, 'no-Spin” anti
Tandem drive Roller chain. Oscillating angle: +15°

Tire 13-24PR12

Front axle Oscillating angle:+15°

Tilting angle:+17°

Type Hydraulic power
Front wheel steering angle +45°
Articulation angle +23°

Min. turning radius 7200mm

BRAKES

Disc type , foot operated,single circuit,

Service brake hydraulically actuated on four tandem wheels

Parking brake Drum type, manually actuated
Moldboard width 3660mm

Moldboard height 620mm

Moldboard thickness 20mm

Moldboard tip angle 22~73°

Max. cutting depth 500mm

Max. tilting angle (left/right) £90°

AHING

RMG15-B6

Forward,1-6 5.4\8.3\13.2120.6\29.6\42km/h
Reverse,l-3 5.4\13.2\29.6km/h
HYDRAULICS

Tandem pump Gear pump

Relief pressure for working equipment ~ 18MPa

Relief pressure for steering 18MPa
Relief pressure for brakes 10MPa
Fuel tank 300L
Hydraulic oil tank 85L
Battery 2x12V,105Ah
Alternator 28V,70A
Starter motor 24V,6kW
Standard 13000kg
With rear ripper 14600kg
Ripping depth 335mm
Shank supports 5
Shank support spacing 520mm
Working width 2080mm
owensios |
A Overall length: Standard 8530mm
A Overall length: With rear ripper 10100mm

B Length: Front axle to mid tandem 6030mm

C Length: Between tandem axles 1540mm
D Height: Cab 3300mm
ETread 2100mm
F Width: Outside tires 2400mm
G Moldboard width 3660mm
H Minimum ground clearance 400mm

AHING
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RHINO CONSTRUCTION MACHINERY

OPERATING WEIGHT
13.000 kg 28.660,094 Ib

MOLDBOARD WIDTH
3,66 m 4,78 yd
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www.rhinoexcavators.com



RMG15 B6 Walk Around
Comfort & Reliability Durability

COMFORTABLE & SAFE OPERATING ENVIRONMENT EXCELLENT POWERTRAIN

- Hexahedra cab for optimum comfort and perfect visibility. - Cummins engine could be selected according to local service.
- Integrated instrument dashboard. - The electronic controlled shift hydraulic gearbox with ZF technology ensures
: the reliability.

- Reversing alarm, 107 dB alarm sound to ensure safety.

Ease Of Maintenance And Operation Gomfort

The machine is designed with externally accessible lubrication points for ground lubrication and

Y Allalltalllllw To Diverse workmg Conditions is equipped with a centralized pressure testing system. Every oil filler is designed to be
- The machine offers the flexibility to be fitted with a range of attachments, including the front externally accessible. The cab design of this machine eliminates the A-pillar and presents an
moldboard and rear ripper, to meet the construction requirements across diverse working expansive 320° wide field of vision. It is furnished with a mechanical suspension seat and an
conditions, such as leveling, trenching, scraping, and stripping. electronic control handle, ensuring a more comfortable and convenient operating experience.




