[ | OPERATING WEIGHT
AHING 700 g S1347

SPECIFICATIONS REXETSLE REING suckercasaory

MODEL REX215LC REX215LC ™V
Bucket Capacity m> 0.5
DIGGER MEIZTER
Operating Weight kg 23200
Boom Length mm 8260
Arm Length mm 6365 I
Counterweight kg 5400 <
Max. Digging Depth mm 11750
Max. Digging Radius mm 15330 U
Max. Digging Radius on ground mm 15220 z
Max. Digging Height mm 12640
Max. Dumping Height mm 10310 >
Parameters Traction kN 174
Swing Speed rpm 11.7 c
Bucket Digging Force kN 75 r
Arm Diggin Force kN 56 —
Travel Speed km/h L:3.1 O
R:5.5
Grade Ability 35° m
Overall Length mm 12140
Oerall Width mm 2780 x
Crawler Width mm 2780
Overall Height (Transport) mm 3315 O
Overall Height (Cab Top) mm 3120 >
Counterweight to Ground mm 1065
Dimensions Min. Undercarriage to Ground mm 468 <
Tail Swing Radius mm 2800
Min. Swing Radius of Front Parts mm 5270 >
Height of Front Parts on min Swing Radius mm 9645 q
Track Length on Ground mm 3445
Track Length mm 4260 o
Track Gauge mm 2180
Crawler Shoe Width mm 600 z

Meterials and specification are subject to change without notice.
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o RAHIND
Productivity Features Lot

Excellent Reliability and Durability
® High rigidity work equipment

® Sturdy frame structure
® Highly reliable electronic devices

Easy Maintenance

® Replacement interval is
extended for engine oil,
engine oil filter and
hydraulic filter

e Remote mounted
engine oil filter and
fuel drain valve for
easy access

e \Water separator is standard
equipment

® Easier radiator cleaning

® Fuel tank capacity is

Large Comfortable Cabin

® Highly pressurized cabin with
air conditioner

® Low noise design

® Low vibration with cabin
damper mounting

increased
e SCSH bushings on work e High Production and
equipment extend Low Fuel Consumption

lubricating interval from Production is increased with
larger output during Active

100 hOl.JrS to 500 hours mode while fuel efficiency is
(excluding bucket) further improved.

Undercarriage with
“Heavy Duty Features”



